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ABSTRACT INTRODUCTION

The use of a directional {or phased) array of

microphones lbr the measurement of trailing cdgc (TE)

noise is described and tested. The capabilities of this

method are evaluated via measurements of TE noise

from a NACA 63-215 airfoil modcl and from a

cylindrical rod. This TE noise measurement approach

is compared to one that is based on the cross spectral

analysis of output signals from a pair of microphones

placed on opposite sides of an airframe model (COP

method). Advantages and limitations of both methods

arc examined. It is shown that the microphone array can

accurately measures TE noise and captures its two-

dimensional characteristic over a large frequency range

for any TE configuration as long as noise contamination

from extraneous sources is within bounds. The COP

method is shown to also accurately measure TE noise

but over a more limited frequency range that narrows

for increased TE thickness. Finally, the applicability

and generality of an airfoil serf-noise predicti,on method

was evaluated via comparison to the experimental data

obtained using the COP and array measurement

methods. The predicted and experimental results are

shown to agree over large frequency ranges.
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Trailing edge (TE) noisc has bccn an important

subject of research for the past two decades because of

ils importance to airframe, broadband rotor and

propeller noise. The noise source mechanisms at the

trailing edge of an airloil have been well studied and

numerous mathematical approaches have bccn

dcvclopcd for the prediction of trailing cdge noise [l l-

The number of measurement methods developed for TE

noise on an airfoil has been more limited. The main

challengc, especially when testing in an opcn flow

facility, has been to properly extract TE noise from

extraneous noise sources. Schliuker 121 used a

directional microphone utilizing an elliptic mirror, Yu

and Joshi [3] used space-time correlation analysis, and

Brooks and Hodgson [4[ used a Coherent Output Power

(COP) method to extract trailing cdgc noise of an airflfil

from cxtrancous side-plates, nozzle, and open jet shear

noise sources. The COP method used by Brooks and

ltodgson was based on a cross-spectral analysis of pairs

of output signals from microphones placed around the

model airfoil. This COP method was also used by

Gershfcld, et al. 151. along with statistical

measurements of surface pressures and ncar-wake

_elocity profiles to quantify trailing edge noise for two-

dimensional lifting airfoils. In the present paper, the use

of a directional (or phased) microphone array for the

mcasurement of trailing edge noise is presented.

Directional (or phased) microphone arrays can be

used to localize noise sources by adjusting for

propagation time delays from particular source

locations to the microphones. Directional arrays are

now frequently used for aeroacoustics measurements

[6-13]. Their design and processing have been

significantly improved since the 1970"s. In particular.

acquisition and computational power has allowed

increased array size (i.e., increased number of

microphones) and better array designs. Improved
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signal-to-noise ratios have resulted through side lobe

reduction. Graphical analysis presentation advances

have greatly enhanced data interpretation and

usefulness. A remaining challenge is the accurate

measurement of the noise level produced by extended

sources (such as TE noise) in the presence of compact

sources. This problem has been pointed out by Moshcr

[14l and by Brooks and Humphreys [15]. A lot of the

acoustic work that is currently being performed, use

large arrays and processing methods that emphasise on

strong h)calized sources and discriminate against

distributed sources [16]. Brooks and Humphreys [151

have showed that the presence of spatially concentrated

noise can interfere with distributed noise measurement.

In some inst;.inces, the measured noise level from the

extended source appears significantly lower than what

it actually is. This problem becomes worse with

increased array size.

This paper describes the approach and analysis that

are used in an experiment study of trailing edge noise

|Yore a NACA 63-215 airfl)il model. The model has

been used previously as the main element in high-lift

model testing [10, 12, 15, 17]. Far-field noise spectra

and directivity from the trailing edge region of the

airfoil are obtained. To better quantify the distributed

noise source from the trailing edge of the model, the

microphone array output from the standard

beamfl)rming technique [15] is used in a process to

remove extraneous localized noise sources from the

acoustic measurements. In the airfoil model testing, the

effects of trailing edge geometry are examined. Also

examined, by employing the same analysis procedures,

is a cylindrical rod placed across the span and at the

trailing edge position with the airflfil removed.

The results, obtained fl)r the airflfil and rod test

cases, using the array method are compared to those

obtained using the COP method. Advantages and

limitations of both measurement techniques are

examined. The rod cases serve as an anchor for

interpreting the measurement results. Finally, the

results are used to examine the applicability and

generality of the noise prediction method that was

developed by Brooks et al. [18].

TEST SET UP

The trailing edge noise test was performed in the

Quiet Flow Facility (QFF) of the NASA Langley

Research Center. The QFF is an open jet facility

designed for anechoic acoustic testing. A 2 by 3 foot

rectangular open jet nozzle was employed. The model

is a NACA 63-215 airfoil with a 16"" chord and 3C"

span. For this normally flapped airfoil model, the flap

was removed and the cut-out for the flap was filled in

and contoured to render a spanwise unifl_rm trailing

edge region. The model (with flap) is shown mounted

in the test section of the QFF in Figure I. The model is

supported above the nozzle by two side-plates Ihat are

mounted on the short sides of the nozzle.

Figure 1. Test apparatus with phased microphone array
mounted on pivotal boom in QFF.

Treatments were applied to the trailing edge (TE)

of the airfoil to modify the thickness and to model blunt

trailing edges, with either square or rounded corners. As

depicted in Figure 2, seven trailing edge configurations

were examined with the level of thickness varying from

0.13'" to 0.005". Configuration #1 corresponds to the

untreated airfoil trailing edge. Configuration #2 was

obtained by tapping blue steel shim stock (0.005'" thick)

with 0.005"" thick double-sided tape on the pressure side

of the model, flushed with the TE, along the entire span

of the airtbil. Configuration #3 was obtained by taping

successively 0.035"" thick rubber and 0.005" blue steel

shim stock (using double-sided tape) also to the lower

surface of the model and flushed to the TE. Thc

increase in chord length of 0.043" was achieved by

gluing a 0.075" thick wooden extension to the

thickened TE, The added TE thickness in configuration

#4 was achieved in the same manner as for

configuration #3, but using 0.08'" thick rubber instead.

Configuration #5 was obtained by rounding off the

corncrs (as described in Figure 2) of the wooden

extension of configuration #3. Similarly, configuration

#6 was obtained by gluing a 0.13"' thick wooden

extension with rounded corners to the TE described in

configuration #4. Finally, configuration #7 was

achieved by gluing a 0.005" thick aluminum tape

extension to the upper surface of the airfoil TE. Clay

'9
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wasusedtoprovkleasmoothtransitionsurfaceforall
TEtreatments.

d

Square edge

Iq

TE configuration #1 : h=.025", d=0 (baseline)
#2: h=.035", d=0

#3: h=.075", d=.043"
#4: h=.13", d---0

d

Rounded edge _'_"I

]:[" _--_-h

J

'

h/3

TE configuration #5: h=.075", d=.043"
#6: h=.13", d=.043"

Sharp edge 1_

J

TE configuration #7: h=.005", d=.125"

h

vortex generator
Baseline TE

",, 0.28 _/ _-

Figure 2. Airfoil TE configurations.

Grit, w_rlex generators or strips of serrated tape

,,,,,ere used in certain configurations to trip the boundary

layer. The airfifil's leading edge (LI 5) was alterm, tive[y

v+rapped over the entire span with a 1.625" wide strip

Of serrated aluminum tape or covered with #60 or #90

grit. These I+E treatments covered the first 5 c/_, chord

rcgioq on thc pressure and suction side of the model.

For one of the airfoil configurations tested, in addition

to the LE tape, another strip of aluminum serrated tape,

0.625" wide, was placed on the upper and lower surface

of the model at 8+_ = chord and a row _ of vortex

generators was installed on the suction side at 85r_

chord. The w+rtex generators were placed 0.5"" apart

ahmg the span of the model. Each vortex generator is

made with 0.005"" thick steel and is (i.31 +` hmg with a

0.28" wide base that narrows down to a 0.125"" width at

the top (see Figure 2). The sides of the device are

fenced to a maximum height of 0.1".

The test conditions included mean flow Mach

numbers up to 0.17 (corresponding to a wing Reynolds

number up to about 1.7 million) and main element

angles of attack ranging from -6.2 to 16 degrees. In this

paper, only the results obtained with 0.17 mean flow

Mach number and with the airfoil placed at -1.2 ° angle

of attack (zero lift case) is presented. When referring to

thc pressure side of the model for the -I.2 ° angle of

attack configuration, one will be talking about the

"traditional" pressure side+ i.e., the lower surface of the

airl+oil when at a positive angle of attack. Near wake

velocity surveys were performed to determine the

bot, ndary layer/near wake thickness and displacement

thickness at the TE of the airfoil. These measurements

are used as inputs to the airfoil sell" noise prediction

code (presented in a next section) to predict the noise

radiated from the TE of the airfoil. The near wake

velocity measurements are taken at about mid-span,

().005"" downstream of the airfoil's TE, along a line

perpendicular to the plane containing the LE and TE of

the model and extending 20ram above and below that

plane. The measurements are made using a static

pressure probe and a total pressure probe of 0.03" and

0.018" outside and inside, respectively.

For the rod test cases, the airfoil was removed from

the test section and a rod was placed along what would

have been the location of the trailing edge of the airfoil

at -1.2 ° angle of attack. The diameter of the rods tested

ranged from 0.0098" to 0.093"'. In certain

configurations, grit was sprayed on the rods to trip the

boundary htyer. The same range of mean flow Mach

numbers as in the airlkfil test cases was considered. 3"he

results obtained with the clean ("untripped")0.093 +"

diameter rod will be presented.

The Small Aperture Directional Array (SADA)

112, 15, 171 used to measure the far field acoustics
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consists of 33 B&K I/8- microphones projecting from

an acoustically treated frame. The microphones are

arranged in 4 co-cenlric irregular rings of 8

microphones each with one micropho,le at the center of

the rings. Each ring is twice the diameter of the ring it

encloses, the diameter of the outer ring being 7.78".

Thus. the aperture of this microphone array is small,

ensuring that all the microphones lie within

approximately the same source directivity. This

directional array is mounted on a pivotal boonl and can

be readily moved around the model to different

elevation angles • as depicted in Figures I and 4. For

the present test, the array is located approximately five

feel from the center of the airfoil trailing edge• Because

of the two-dimensional nature of the model under

investigation, SADA measurements were made only m

the phme perpendicular to the TE at the span centerline.

Two additional microphones (microphone #34 and

#35) were also placed in the noise field on either side of

the model out of the flow (see Figure 4). These two

microphones were used in previous airframe noise

studies [10, 12] to provide reference signals. Their

location was not modified for the present test and their

output signals were used to measure the noise radiated

from the trailing edge of the airfoil and from the rod

using the COP method.

--.56 o
[]

.73 °

O

-81.5 °

-90 °

[3 MIC

#34

D

-107 °

[]

.124 °

/

L---

b

t
iui,
,i

MODEL

A FD

SIDE PLATE

NOZZLE

(_= 56 °
O

MEAN
SHEAR
LAYER

73"

[]

- -- _.- -.__,! 90°
RB=R_CTED -_'
RAy pATH

MI_, []
107 °

#3s 115.5"

r-i

124 °

[]

141 °

Figure 4. Sketch of the test set up with microphones locations
and elevation angles.

Data Acquisition and Processin_

Two mmsient data recorders (NEFF) controlled by

a workstation were used for tile data acquisition. The

data from all 35 channels were recorded simultaneously

at a sampling rate of 142.857 kHz and with a dynamic

range of 14-bit. A high pass and a low pass filter set

respectively at 300 Hz and 50 kHz were used to

condition the outputs from each microphone channel.

Piston-phone and injection calibrations of amplitude

and phase were made for each microphone of the array

(see references 10, 12, 15,and 17).

The first step of the post processing involves the

construction of the cross-spectral matrix for each set of

data acquired fronl the 35 microphones channels.

Individual elements of the cross-specmd matrices were

computed by partitioning each time signal into 1000

non-overlapping segments of 2 l_ samples. Each time

history segment was then Fourier transfomled using a

Ilamming window for signal conditioning. The

resulting frequency resolution was 17.45 Hz. The cross

and auto-spectra were obtained from the following

equation:
N

• NW H _=]L " "

where i=l ..... 35 and j=l ..... 35. Gii(f)are the elements

of the cross-spectral matrices G, W n is the weighting

constant corresponding to the Hamming window, N is

the number of time history segments (i.e., N=I000), X

represents a fast Fourier transfl)rm data segment and *

indicates complex conjugate. The cross-spectral

matrices, G, are used to obtain power spectra from

noise source locations of interest. This is described in

the next section.

ANALYSIS METHODOLOGIES

Microphone Arroy Method

Conventional frequency domain beamfl_rming I191

is used to electronically "steer" the SADA to chosen

noise source locations. For each selected steering

locations a steering vector e containing an entry for

each microphone in the SADA is constructed [I 7]:

e=[A,ex+,(k ,2,
where /,; is the local wavenumber vector, -_i is the

distance from the steering location to each microphone

of the array. A i and toAt i are, respectively, the

amplitude and phase correction for microphone i to

4
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accountIk_rthe refractionof soundtransmission
throughtheshearhtyer. 1"he correction calculations as

described by Ilumphrcys, el al.[17l arc based on

Amiet's method 1201, with modifications made to

accotmt for a curved three-dimensional mean shear

layer surfaces. The array output pow'er spectrum at a

steering location is obtained from

e' W( C - (; ,,,.k,.,.......,)W
p(e)= (3)

33 ] 2
E Wi )\i=l

where the superscript T indicates complex transpose

and G/,,,,k._,. .......; is the cross-spectral matrix obtained

from the data acquired when no model is present in the

test section. This background subtraction process is

performed to reduce noise contamination from

extraneous sources such as noise emanating from the lip

of the nozzle, from the side-plates or any other aperture

present near the test section. W is a frequency-

dependent weighting-function row matrix containing

the % weighting coefficients that are used to shape the

array response.

Array characteristics, In Eq. (3), W is defined in

such v way that keeps the array beamwidth

approximately inw_riant with frequency between 10 and

4(/ kHz [I 7 ]. The "beamwidth" (i.e.. spatial resolution)

of the microphone array is defined as the width across

the main response lobe over which the sensing level is

within 3 dB from the peak level. Between 10 and 40

kHz the SADA beamwidth is equal to approximately I

flx_t and below that frequency range it increases as the

frequency decreases (and above that range, decreases as

frequency increases). Thus, at about 3.15 kHz, the

beamwidth of the array is close to 3 feet wide, covering

the entire span of the model.

To demonstrate the functioning of the microphone

array, results are shown in Figure 5 for a calibrator

source that is placed in the flow at mid-span just above

the airflfil TE. The calibrator source is the open end of a

I'" diameter tube mounted to an out-of-flow acoustic

driver. The source is flush with the vertical plane

containing the chordline of the airtbil. The input signal

to the driver is white noise. Acoustic measurements on

the pressure side of the model are taken with the SADA

located at an elevation angle of 90 ° and aligned with

the center of the trailing edge of the airfoil, The

acoustic field contour map presented in Figure 5 was

obtained by steering the array over the vertical plane

containing the trailing and leading edges of the airfoil.

The flow is from bottom to top in the figure. At any

point on the contour plot, the levels shown represent the

outpt, t of the array when the array is steered (while

accotmting for shear layer refraction as per tkls. (2) and

(3)) to the point.

It is seen in Figure 5 that the array accurately

locates tile calibrator source and that the noise level

falls when the array is electronically steered away from

the calibrator source location. The measured peak level

being 81 dB, this noise map indicates that the

beamwidth of the array at 8 kHz is about 14"'.

5O

45

g
4o

O

30

2s
airfoil LE /

_, , I , I ,.------'-t 51}j
-10 0 10
spanwise location (in)

Figure 5. Noise source distribution contours over the pressure
side of the airfoil at -1.2 ° angle of attack with a calibrator
source located on the ]-E at mid-span. M=0.17, SADA elevation
angle _ = 90L One-third octave levels for f_3 = 8 kHz.

By reciprocity, the spatial attenuation (or beam)

pattern of the SADA can be determined from the

response contours obtained from the calibrator source

test. Any lack of perfect symmetry is due to the airfoil /

side-plate reflections. The result fi_r 8 kHz of Figure 5

is contained in Figure 6. Array beam patterns are

displayed in Figure 6 for the 3.15, 6.3, 8, 12.5, 20 and

3[.5 kHz one-third octave bands. Each plot covers a 5"

by 5' phmar area centered at the calibrator source and

containing the LE and TE of the airfoil. The noise

maps, showing the array main lobe characteristics and

location of the side lobes, define how' the array spatially

discriminates against noise source regions. ]f one steers

to other locations, the attenuation patterns will shift

along with the steering.
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fm = 3.15 kHz fit3 = 6.3 kHz distributed noise source) for a unifornl source
70
60 _ _-s. _ ?g _ _ distribution thal terminates at the span ed_cs. Note that

___ ...____ .._,_. /f any rod / support sidc-phttc noise (prominent for TF.

50 / _ 't " " " ,,oi,_c in Figure 7)is submerged below the n, uch higher

j levels of the rod at this frequency.

30 . [_

20 _ _"/

"_ ' -'_...... 50 _38 .... __

70 f_ = 8 kHz fm = 12.5 kHz _ .... n_o_4n_

60_"_ '_ (,_ _- __,_'J4c/_ :_,45_3

1_ ] L P_ "_ j j, -., / _-
o_201- -t-) ._'_-'_".', .¢_ _-- 35 ......_
o I%¢, , , _'_ --.'_) , _(._/,:.. .'P 30

"=_ fm = 20 kHz fm = 31.5 kHz

30_/'' _)L_...__' _" \_J _' _ _. v ,_.____f__].._.L'_\__/_'_,"" spanwise location (in)

20_-_ _ _/_ 0 - C _ _--_, Figure 7. Key per Fig. 5 but that the source is removed to
/.,-_---'_ _,_,,_. c [ ,-</, -_-,.=_ ',\, reveal model mE noise• TE configuration #1 and #90 grit on the
-20 0 20 -20 0 20 leading edge, f_ = 8 kHz.

spanwise location (in)

Figure 6• SADA beam pattern from the calibrator source.

5O
Distributed source characteristics, Figure 7

shows a contour map corresponding to that of Figure 5. e-_,45
except that the source is removed from the vicinity of

the model's TE. The contour levels are seen to drop 0
40

substantially to reveal the generally uniform

distribution of TE noise across the model span. Note the O

general two-dimensional fall-off in level away from the ._., 3/5

TE. But. this is intcrruptcd by rcgions of higher

localized noise levels near the modcl airfoil/support _ 30

side-plate junctions. This contour characteristic is O
.c

obscrvcd over a large range of frequencics for a number o 25
of test conditions.

Figure 8 shows the map obtaincd if the airfoil

model is replaced by a 0.093" diameter rod. The rod is

positioned where the airfoil trailing edge was

previously located. It is sccn that the array successfully

captures the strong two-dimensional characteristic of

the noise radiated by the rod. The slight drop off in

level for the array result at the side-plates is expected

(because then only part of the beam pattern includes the

rod

.._6_ _
61 1-

59 59------"___
7

• _5 55-

-10 0 10
spanwise location (in)

Figure 8. Noise source distribution contours for a 0.093"
diameter rod. M=0.17 and SADA elevation is 90 °. One-third

octave levels for f,_ = 8 kHz.
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Perhint spectra calculations. It was desired to

produce an easily interpreted spectral presentation of

TE noise and rod noise from the noise measurements.

The chosen presentation is that of noise spectra due to a

onc-fl_ot span of uniformly distributed TE noise (or rod

noise) fin" an observer five l_'et away. A processing

procedure was developed that is explained in more

detail in Mendoza, el al. [211, who applied it to the slat

noise problem. As indicated in Ref. 21, the integration

method of Brooks, el al. 1151 could have been adapted

to the problem. However, a simpler, more direct,

method is tlsed fl_r the particular problem of this paper.

It is summarized here.

The procedure is intended to determine spectra on

per foot basis while minimizing any extraneous

contributions such as from the junction regions of the

model and thc sidc-platcs. Figurc 7 is an examplc wherc

these contributions are locally more intense than the

distributed TE noisc sources. Thc mcthod lollows:

(i) Thc noisc level measured by the array stcercd

to the mid-span point of thc TE is assumed to bc

exclusively duc to the distributed source. For each array

location considered, spcctra are computcd using the

"'standard" array processing dcscribed earlier.

(ii) The amplitude of cach spcctrum is adjustcd as

a function of frequency by a function F. Thc function F

is the ratio of the noise that would bc perceived by a

singlc microphone placcd at the SADA location from a

onc-fl,ot widc uniform distribution of incoherent noise

sources, ccntercd at mid-span, and the noise that would

bc perccivcd by thc array from a similar source but

distributcd over 3.25 fcct. F is frequency dcpcndcnt

and is calculated for cach array location considercd.

The cxtra 0.25 fcct in span arc added to approximatcly

account fbr reflections in the side-plate regions.

The spectra adjusted by F thus represents a

mcasurc of thc TE noisc (or rod noise) alonc, on a per

foot basis (i.e.. TE noisc spectra gcneratcd by an airfoil

of 1 foot span).

COP Method

The technique used in this study to measure TE

noisc from cross-spcctral analysis of pairs of

microphonc signals was devcloped by Brooks and

Hodgson 141and is consistent with the gcneral cohcrcnt

output powcr (COPt definition given by Bendat and

Picrsol [221. This noise measurement method is based

on the conceptual model thal TE noise is an cdge

prcssurc scattering phenomenon thal has a dipolc

character, where the axis of the dipolc is perpendicular

to the mean flow and to the TE of the modcl. Thus. the

TE noise spectrum S(f) that would bc measurable and

coherent at both microphones #34 or #35. is computed

['lOIll

G _4._5 exp {il +--.r + k (R3_ - R_4 )1 } (4)

v, here G_4_ is the cross-spectrum between the signals

received by microphones 34 and 35, k is the local wavc

numbcr and R,4, R_, arc thc distances from the airfoil

TE (or from thc rod) to microphones 34 and 35.

respectively. Thc exponential in Eq. (4) scrvcs to

remove the phase offset that occurs when R_4 ,_ R_. The

use of this cross-spectral approach has the adwmtage

!hat only correlated noise is retaincd by G,z.,_-

Extraneous and uncorrclated noises received by

microphoncs 34 and 35 arc mutually incoherent and arc

thus cxcludcd.

Mean

shear

layer ""

U=O

I Retarded
source

location

,I

:

I FIow

Corrected

observer

location

_ Microphone

Refracted

ray path

F_gure 9. Sketch of shear layer refraction of acoustic ray paths.

For cases where R_ = R, 5 and the microphone

elevation angles arc +/- 90 °, the TE noise spectrum S(f)

=lG,4_sl. However, microphones 34 and 35 are located.

respectively, on opposite sides of the model at -81.5 °

and 115.5 ° elevation angles. 23.8 and 31.5 inches from

the airlbil TE and in a plane perpendicular to the model,

1 I'" from mid-span. The analysis used to determine S(f)

accounts tor the fact that the two microphones are not

located symmetrically and are not placed far enough

from the distributed source to observe every segment of

the source from approximately the same distance. To

facilitate comparison between the measurements and

predictions. S(f) is put on the same basis of an observer

5 feet from a I tk_ot span source. In the analysis, the

following radiation directivity patterns are assumed

1141:

D,,(¢) = ,sin-(¢, /2) (5)

(I + M cosq_,. )[I + (M - M,. ) cosq), ]-"

7
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for tile noise radiating from the airfoil TE, and Table 1. Predicted and measured boundary layer thickness
values (M=0.17, AOA= -12 °)

D,a) sme( ')
(I + M cos %)-

(6)

for the noise radiating from a rod. In Eqs. (5) and (6), _b,

(sec Figure 8) is expressed in the retarded coordinates

system [201, M is the frec stream Mach number and M_

(~ 0.6 M) is the convection Math number assumed for

turbulence convccting pasting the airfoil TE.

Finally, it should be pointed out that the COP

method used here for TE noise (or rod noise) is much

more restrictive in application than arc array methods.

Experience has found that applying the method to cases

were multiple sources or source lines (for example,

with different R,,_and R;5 values) arc present, the

method can become inmiclable unless source modeling

and separation methods of some ingenuity arc used.

Comparative Prediction Method

The airfoil self-noise prediction method compared

to data is from Brooks, et al. [18]. It is a semi-empirical

model based on data acquired from aeroacoustic

experiments by Brooks, ct al 14, 23, 24,251 using two

and three-dimensional NACA 0012 airfoil sections of

different chord lengths, angles of attacks. Reynolds

numbers, and subsonic Math numbers. Fivc self noise

mechanisms wcrc identified and modeled: boundary-

layer turbulence passing the trailing edge (TBL-TE

noise), separated boundary layer and stalled airfoil

flow, vortex shedding due to laminar boundary layer

instabilities (LBL-TE noise), vortex shedding from

blunt trailing edges (BTE noise), and airfoil tip

turbulent vortex flow. Of these only the TBL-TE,

LBL-TE, and BTE noise sources have pertinence to the

present problem of a two-dimensional airflow at -I .2"

angle of attack.

Since the airfoil used in the present study (NACA

63-215) is different from the one used to develop the

airfifil self-noise prediction code, the actual thickness6

and displacement thickness 6* of the boundary layer at

the TE of the airfoil were measured for the different

angles of attack and types of boundary layer tripping

treatment tested. In most cases, these were used in the

prediction code instead of the values calculated

internally by the code. The measured thickness values

and the corresponding values calculated from theory for

a symmetrical (NACA (X)I 2) airfoil arc shown in Table

1 for the cases considered here.

LE treatment

No treatment

Serrated tape

#90 grit

Predicted (mm) Measured (mm)

7.3 1.9 1.2 I 0.3 1.4 1.2

4.4 2.8 1.7 8.5 2.5 2.3

7.3 4.8 2.9 15.2 3.5 2.8

RESULTS

Measurements and Processing Method Comparisons

Noise contours. In Figure 9, noise contour maps

from array measurements for the smooth O.09Y"

diameter rod arc shown. The conditions are the same as

in Figure 8, with the plane scanned by the microphone

array the same as that for the airfoil in Figure 7. It is

seen that the noise radiation exhibits strong two-

dimensional behavior for all one-third octave frequency

bands from 3.15 to 20 kHz. This was flmnd true

through the 40 kHz band (not shown here).

50

40

i

rod

-10 0 10 -10 0 10

spanwise location (in)

Figure 9, Noise source distribution contours for a 0093"
diameter rod. M=0.17 and SADA elevation is 90 °. One-third

octave presentation.
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Contour maps for the airfoil model at -I.2" angle

of attack are shown ill Figure I0 for four one-third

octave frequency bands. These were obtained in the

manner of Figure "7. The LE of the model was covered

with boundary layer tripping #9(1 grit and the trailing

edge thickness was ().005'" (TE configuration #7).

f1/3= 3.15 kHz fv3 = 8 kHz

0_. so_

f = 12.5 kHz f,n- 20 kHz

•_ 50L_'_ 3B------ _a._,T_,-

-10 0 10 -10 0 10

spanwise location (in)

Figure 10. Noise source distribution contours over the
"pressure" side of the airfoil at -1.2 ° angle of attack. M=0.t7
and SADA elevation is 90 °, The TE configuration is #7 and #90

grit on LE One-third octave presentation.

It is seen that the two-dimensional characteristic of

the noise radiating from the TE is well captured by the

array for the 3.15 and 8 kHz one-third octave bands.

For higher frequency bands, noise radiating from the

#90 grit boundary layer tripping placed along the LE of

the airfoil (rendering "'scrubbing" type noise) and from

the side-plate junction regions becomes important. At

12.5 kHz, the noise levels radiated from the LE more

than equal those from the TE. At 20 kHz, the LE levels

totally dominate, thereby "'masking" the noise radiated

from the airfifil TE. In fact, any two-dimensional noise

(contour) character near the TE has disappeared -

indicating that the levels one obtains when focusing

there ;.ire due primarily to LE and other extraneous

(with respect to the TE noise) noise through side lobe

communication illustrated in Figure 6.

A point to remember, in assessing relative levels

and discrimination between source contributions, is that

a level recorded ;.it ;.uly point is due the integration of

noise from ;.ill regions through the beam pattern spatial

weighting shown in Figure 6. Referring to the 20 kHz

case in Figure 6, the attenuation from a fi)cus lit the TE

to the Lid region is about 21 dB. In Figure 10, the

difference in level between the LE lind TE regions are

only 4 to 5 dB. Simple calculations can clearly show

that the integration effect easily accounts for this

smaller measured difference at the TE. 3"his integration

effect can be even more of a problem fl_r different array

sizes lind source types, as studied by Brooks, et al.[ 15].

In one sense, the high frequency array results for

the airflfit are very successful. The array successfully

captures the two-dimensional characlerislic (and the

quantitative spectrum) of the noise radiating from the

LE. The COP method totally fails to measure this noise

because this grit-related noise is incoherent with that

radiated to the other side of the airflow - so there is no

correlation between microphones. Thercfi_rc the array

can defme the total noise from a surface, while the COP

method is set up to measure only that noise that meets

the COP-method assumptions.

Spectral presentations. Thc unadjusted (standard

SADA processing) spectrum measured with the SADA

lit the center of the rod is shown in Figure I l, along

with the adjusted per foot spectrum obtained with the

noise extraction procedure described earlier. It is

observed that levels from the two spectra differ

significantly only below 10 kHz, where the main lobe

beamwidth of the array is larger than 1 foot. (The per

foot procedure, as previously described, corrects the

levels to what they would be if one were measuring,

with a single microphone, a source with a l-foot span.)

The same observation can be made for the TE noise and

l,E noise spectra displayed in Figure 12 for the airfoil

test case. These spectra were obtained by electronically

steering the SADA respectively to the center of the

airfoil TE and alternately to the center of the airfoil LE.

A non-discriminating evaluation of the results of Figure

12 would perhaps lead one to the belief that below 3

kHz, the LE radiates noise as strongly as the TE, which

is incorrect. Such interpretation concerns were

discussed above for Figure 11) and shows that contour

plots can be an invaluable diagnostics.

The per foot spectrum obtained for the rod from

SADA measurements is compared in Figure 1 I to the

corresponding spectrum determined from the COP

method. The agreement between results, from the two

quite distinct methods, is very good between 2.5 and 8

kHz. The accuracy of the SADA measurements below I

kltz is questionable because of the very h, rge

beamwidth of the array for that frequency range

(making the array more omni-direclional lind thus

9
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measuringeverything),ttowever,asshownin Figt, re 9,

the SAI)A captures the strong two-dimensional nature

and high level of the distributed noise source over the

res! of the frequency range considered. This means that

the spectrum obtained with the SADA should give an

accurate representation of the actual noise level from

the distributed source above about I kHz.

The phase of the cross-spectrum calculated

between nficrophones 34 and 35 for the COP method is

shown in Figure 12. Included also in Figure 13 are the

one-third octave phase values as determined by

vectorial summation of the cross-spectral narrowband

components. This improves the statistics of the phase

definition.

From Figure 12, it is seen that the assumption that

the noise emanating from the md radiates like a dipole

holds only between 2.5 kHz and 8 kHz (i.e., where the

phase remains around 180 deg). Below or above this

frequency range, this assumption fails and the noise

levels calculated with the COP method are not

necessarily representative of the noise radiating from

the rod. It is also shown in Figure 12 that the

narrowband phase of the cross-spectrum begins to

scatter (randomize) around 7 kHz. This is seen, in

Figure II, to correspond to the frequency range where

the spectra measured with the COP method and SADA

array begin to differ.

100

90

80

In 70"O

,-I
" 60

50

40

30 i i i i J

10 3

SADA output
SADA output on a per foot basis

..... COP output on a per foot basis

//

//

/.i
/ \

\

\-,_,

; I , I , ,ll i i , J

104
Frequency (Hz)

Figure 11. Comparison between the COP and array based
noise measurement methods for the rod case of Fig. 9. The
array scan point is on the rod at mid-span.

350

300

5_
._ 250

200

• 15o

100
l,-

5o

0_

ROD

20000 40000 0

Frequency (Hz)

airfoil TE

20000 40000

Figure 12, Phase of cross-spectra between signals of
microphones 34 and 35 used in the COP method. The phases
are corrected to account for location of microphones 34 and 35
and the shear layer corrected ray path.

Similarly, in Figure 13 for the airfoil test case, the

spectra obtained with the COP and the SADA array

method compare well between 700 Hz and 7 kHz, but

differ by up to 10 dB at lower and higher frequencies. It

is seen in Figure 12 that the phase of the cross spectrum

remains around 180 ° between 700 Hz and 12.5 kHz

when its value is averaged over one-third octave bands.

However, on a narrowband basis, the phase

increasingly scatters above 4 kttz, suggesting a drop in

coherence level duc to a reduced signal to noise ratio.

The summing of narrowband cross-spectral (vectorial)

components diminishes levels appropriately in the

fornfing of one-third octave levels. Below 700Hz and

above 12.5 kHz, the dipole assumption on which the

COP method is based fails and hence the measurement

method is no longer valid.

80-

7O

,.-- 60
II1

v

,.,a50

4O

3O

-- -- -- SADA output at center of TE
SADA output at center of TE (per foot)

..... COP output at center of TI= (per foot )
......... SADA output at center of LI=
...... SADA output at center of LE (per foot)

•/'" "'._ i?"
.,_ _.," _ ".,." "._.--

., . _o °o°

_- ¢_-_..x ,,-"

%

• %°/- --

i , i _ll i i |

10 3 10 4
Frequency (Hz)

Figure 13. Comparison between the COP and array based
noise measurement methods for the airfoil case of Fig. 10. The
array scan point is first at center of TE then at center of LE.
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ThedisagreementbetweentheSAI)AandCOP
measurements_bove10kllz is furtherincreased
becat,seof thestrongnoiseradiationfromlheLEgrit.
Asmentionedpreviously,theTEnoiselevelsmeasured
withthedirectionalarrayabove10ktlz arehigherthan
they would otherwisebe becauseof side lobe
contaminationfromtheI,Eregion.Forthisspecific
airfoil configuration, the COP and the SADA

directional array measurement methods for TE noise

both fail above 10 kHz, and results are also

questionable for the very low frequency range.

However, for the rod case, where the signal measured

by the array main directional lobe is strong for all

frequencies and side lobe contamination is nfinimum,

the SADA performed well and can be believed over

most of the frequency range.

"rE Noise Spectra and Comparisons to Prediction

The TE noise spectra obtained using the COP and

the SADA array method for different airfifil TE

configurations are presented in Figure 14, along with

the spectra obtained from the airfoil sell" noise

prediction method. For these test cases, the LE of the

airfoil was covered with #90 grit. The frequency range

for which the SADA and the COP measurements are

believed to be valid (based on concerns stated above

and processed data not shown) is indicated in each plot.

Also indicated is the predicted peak frequency

corresponding to the TE bluntness noise.

As indicated tbr TE configurations #1,2, and 7, the

TE noise levels measured by the SADA should be

accurate between 1 and 10 kHz. For the other TE

configurations examined, the valid frequency range is

reduced to 1 to 8 kHz. It was observed from contour

maps for the 8 to 10 kHz frequency range, noise

emanating from the .(X)5", .025" and .035" thick trailing

edges radiated more strongly than from the thicker TE

tested. Thus at 8 kHz, the TE noise levels measured by

the SADA (at the center of the TE) is 44.5 dB for a TE

thickness of 0.025"', and 37.5 dB for a TE thickness of

and 0.13-. At 10 kHz, TE noise dominates the noise

radiating from LE grit only for the cases with TE

thicknesses of .005", .025"" and .035". For the other TE

configuration tested LE noise was dominant. Hence, it

was concluded that for the three thinnest TE

configurations considered (i.e., conf. #l, 2 and 7), the

TE noise levels measured by the SADA should be

accurate in the frequency range of 1 and 10 klqz. For

the thicker TE configurations examined, that frequency

range reduces to I to 8 kHz. Measurements below I

kHz are rejected because of the very large array

beamwidth at these low frequencies. Note that the use

of a rounded versus square "I'E had uo significant effect

Oll lhc "FE qoise levels.

Similarly for the COP method, it was determined

by examination of the phase behavior Ihat the COP

resulls represent a good measure of TE noise up to 7 or

8 ktiz for TE configuration #1,2. and 7, and only up to

5 kltz tk_r the other TE configurations. Above these

lYequencies, the phase scatter became significant and

the dipole radiation assumption began to fail. One

possible contribution to the rapid deterioration of

results obtained with the COP method for the thick

trailing edges is the departure from the assumption that

the measured noise radiated from a point (or line)

dipole. Thus as the TE thickness increased, the phase

scatter increases adding at least some negative bias to

the measurements. This adds to the drop in the

measured sound pressure levels above 5kHz.
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Figure 14. One-third octave band TE noise spectra (per foot).
M=0.17, angle of attack = -1.2 °, #90 grit on LE.
..... -prediction, -- .... COP output,--- array output

(SADA at 9if' elevation angle).
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Prediction comparisons. At -1.2 ° angle of attack,
the airfi_il self-noise mechanisms that dominate the TE

noise spectra are TE bluntness (BTE noise), boundary-

laycr turbulence passing the trailing edge (TBL-TE
noise) and vortex shedding from a laminar bot.ndary

layer (LBL-VS noise). For the measurcd results

presented in Figure 14, the boundary layer was fully

tripped on both sides of the airfifil+ therefore BTE and
TBL-TE noise dominates. The peaks that are related to

TE bluntness arc well predicted. Thesc peaks arc less

pronounced as the TE thickness decreases. The

predicted amplitude and frequency of these spectral

peaks are very sensitive to the value given to the

parameter tp used in thc prediction code to incorporate

effects from the TE geometry. (This parameter is also

reflective of the solid angle between the airfoil surfaces

immediately upstream of the TE. In Ref. 18, q, = 14° for

the NASA 0012 TE thickness). Figure 15 shows the

variation of the predicted TE noise spectra for three

values of h_. It is sccn that with decreasing values of 1p,

the spectral peak amplitude and frequency increase. A

value of _, = 20 ° was used for the prediction in the

prcsent study because it gave reasonable prediction-data

comparisons for all the test cases of different
thicknesses examined.

It is observed that fl_r frequencies larger than the

BTE peak frequencies, the predicted TE noise levels arc

higher than the ones that tire believed to be accurately

measured by the SADA and COP methods. The

prediction assumes an independent summation of the
BTE noise due to a TE of finite thickness with the

TBL-TE (and/or LBL-VS) noise from a sharp TE

airfoil. The measured TE noise data suggest that the

two effects may not be mdependent, affecting the noise

levels at higher frequencies.

For some of the airfoil configurations tested, it is

seen in Figure 14 thai TE noise was under-predicted

below about I kltz. Using the boundary layer thickness

parameters calculated by the code (based on a

symmetrical NACA 0012 airfoil) appeared to improve

the prediction in the low frequency range of the spectra

for these test cases. This is shown for example in Figure

16 for TE configuration #5. However, because of the

questionable accuracy of the SADA array and COP

measurement methods below I kHz (large array

beamwidth and failed dipole-like radiation assumption),

it is difficult to say whether using the predicted or

measured boundary layer thickness values led to better

prediction results. The measured values are used in

other figures.
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Figure 15. TE noise spectra predicted using measured

boundary layer thickness and displacement thickness.

Comparison to measured TE noise spectra. M=0.17 and airfoil

is at -1.2 ° angle of attack. #90 grit on LE, with TE

configurations #3 and 5.
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Figure 16. TE noise spectra predicted with or without using

measured boundary layer thickness and displacement

thickness. Comparison to measured TE noise spectra, M=0.17
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configuration #5.
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The TE noise spectra obtained using tile C()P and

SAI)A array methods for different boundary layer

tripping treatments are presented in Figure 17 along

with prediction results. The frequency range for which

SADA and COP measurements are believed to be valid

is also indicated. For each of the tesl results presented

below, the baseline trailing edge configuration #1 was

used.
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Figure 17. Comparison of predicted and measured TE noise
spectra. M=0.17 and airfoil is at -1.2 ° angle of attack. Baseline
TE configuration #1. - - - - Prediction, -- •-- • COP per foot
output, --array per foot output (SADA at 90 ° elevation

angle).

As indicated for the #60 grit LE treatment case. the

TE noise levels measured by the SADA should be valid

between I and 10 kHz. As was found for the # 90 grit

LE treatment, the #6(1 grit was a strong radiator and

dominated other noise sources above 10 kHz, thereby

contaminating TE noise measurements. Other LE

treatments were weak radiators, minimizing side lobe

contamination. In these cases, however, the boundary

layer was not fully tripped and there were indications of

other noise sources present near the airfoil TE region at

and above 20 kHz. This likely raised the sound pressure

level of the TE noise spectra measured with the SADA

by a few decibels above 20 kHz.

Directivit¥

The TE noise spectra obtained with the SADA

located at different elevation angles are shown in

Figures 18 and 19 for the airfifil configuration #7 and

for the 0.093"" diameter rod, respectively. Eqs. (5) and

(_), respectively, were tnscd to scale the airfoil and rod

spectra. The airfoil TE noise spectra are seen to

o41apse between 1.5 kHz and 12.5 kllz. apparently

e_mfirming thal the SADA successfully measures TE

noise within that frequency range. Above 12.5 kHz, the

spectra do not collapse supporling the finding that lor

this airfoil configuration, the higher frequency part of

the spectra is not representative of TE noise but

includes extraneous noise sonrces duc to side lobe

ctmtanfinathm. Also note that the spectra obtained with

the SADA at the highest (+56 °) or lowest (141 °)

elevation angles, did not collapse as well as the rest of

tile spectra.
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Figure 18. TE noise directivity. M=0.17; airfoil at -1 2 ° angle of

attack; TE configuration #7; #90 grit on LE
SADA at positive elevation angles;

...... SADA at negative elevation angles.
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For tile rod test case, with its strong line-like

source and limited noise contamination, the spectra

were found to scale well over the entire frequency

range with the exception of the second spectral peak

around I0 kHz where the noise seems to radiate with a

different directivity.
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Figure 19. TE noise directivity. M=0.17; smooth 0,093"
diameter rod. I SADA at positive elevation angles;

...... SADA at negative elevation angles.

examined is a second measurement technique (COP

method) that is based on the cross-spectral analysis of

output signals from a pair of microphones placed

around the test model. The capabilities of the two

methods were ewtlualcd vial measurements of TE noise

from a NACA 63-215 airfoil model and noise from

cylindrical rods.

It is found that the SADA array approach produced

a greater understanding and a more quantitative

dctcrminalion of TE noise over a broader frequency

range than the COP method. For the present model, the

SADA method is well suited fl_r the study of distributed

sources such as TE noise. Except when LE noise

interfered with the TE noise measurements due to side

lobe noise contamination, the array method provided a

noise distribution contour mapping thai clearly defined

the TE noise region. Spectral presentation employing

the array results, provided a common basis for

comparing with spectra from the COP method and

prediction.

The COP method is more restrictive in its use than

the array approach. Even though restrictive, the method

is attractive because of its equipment and analysis

simplicity. The source must be a line source of well-

defined character thal can be modeled into the COP

processing method. For the present TE noise and small

rod noise sources, the source generally meets the single

line dipole distribution requirement. It is flmnd that fl)r

the present models, the COP works well over a

frequency range thai is validated by the examination of

the fidelity of the cross-spectral phase.

The spectra determined from both the array and

COP methods were compared to predicted TE noise

using a semi-empirical airflfil self-noise prediction

code. Measured boundary layer values were used.

Agreement was flmnd over broad frequency ranges for

TE noise due to boundary layer turbulence and TIE

bluntness. Largest differences between measurement

and prediction were found at the highest frequencies.

An important strength of the SADA array method

is clearly shown in the present study. The SADA array

method defines both the TE noise (related to the

classical TE pressure scalier problem) and LE noise

(related to boundary layer tripping grit). The COP

method only perceives the TE noise. The array is able

to quantify more of the total noise output of a model.

CONCLUSIONS ACKNOWLEDGMENTS

The use of a directional microphone array method

lk_r the measurement of TE noise and other line-source

noise is presented and tested. The array used is the

Small Aperture Directional Array (SADA). Also

The authors wish to thank their colleague William

M. Humphreys for his valuable assistance in the data

processing. They also gratefully acknowledge Daniel J.

Stead of Lockheed-Martin for the measurement and

processing of the near-wake velocity data.

14

American Institute of Aeronautics and Astronautics



6.

7.

8.

REFEREN('ES

Crighlon, D. G.. "Aeroacoustics of Flight Vehicles:

Theory and Practice, Volume I: Noise Sources",

NASA Reference Publication 1258, August 19 t) I.

Schlinkcr, R. H., "'Airfoil Trailing Edge Noise

measurements with a directional microphone",

AIAA Paper 77-1269, 1977.

Yu, J. C. and Joshi, M. C., "On Sound Radiation

from the trailing Edge of an Isolated Airfoil in a

Uniform Flow", AIAA Paper 79-0603, 1979.

Brooks, T. F. and Hodgson, T. tt., "'Trailing Edge

Noise Prediction from Measured Surface

Pressures", ,Iournol _,1 Sound and Vibration,

Volume 78, Number l,pp.69-117, 1981.

Gershfeld, J., Blake, W. K. and Knisely, C. W.,

"Trailing Edge Flows and Aerodynamic Sound",

AIAA Paper 88-3826.

Soderman, P. T. and Noble, S. C., "A Four-

Element End-Fire Microphone Array for Acoustic

Measurements in Wind Tunnels", NASA Technical

Memorandum X-62,331, January, 1974.

Soderman, P. T. and Noble, S. C., "Directional

microphone Array for Acoustic Studies of Wind

Tunnel Models", AIAA paper 74-640, 8'"

AIAA/AT Conference, Bethesda, MD, July 8-10.

1974.

Marcolini, M. A. and Brooks, T. F., "'Rotor Noise

measurement using a Directional Microphone

array", Journal of the American Helicopter Society.

Vol. 37 (2), pp. I 1-22, April, 1992.

Bent, P. H., Guo, Y., Horne, C. W. and Watts, M.

E., "Airframe Noise Scaling and Source

Localization", Noise-Con 96, pp. 145-150, Seattle,

Washington, September 29 - October 2, 1996.

I0. Meadows, K. R., Brooks, T. F., Humphreys, W.

M., Hunter, W. W., and Gerhold, C. H.,

"'Aeroacoustic Measurements of a Wing-Flap

Configuration", AIAA Paper 97-1595, 1997.

II. Van der Wal, H. M. and Sijtsma, P.. "'Flap Noise

Measurements in a Closed Wind tunnel with a

Phased Array", AIAA Paper 2001-2170, 7'"

AIAA/CEAS Aeroacousics Conference,

Maastrichl, The Netherlands, May 28-30,200 I.

[2.

14.

15.

16.

Brooks, T.F. and Humphreys, Jr., "'Flap Edge

Acroacoustic Measurements and Predictions",

AIAA Paper No. 200 I- 1975,2001.

Oerlemans, S., Schepcrs, J. G., Guidali, G. and

Wagner, S., "'Experimental Demonstration of Wind

Turbine Noise Reduction Through Optimized

Airfoil Shape and Trailing-Edge Serrations",

European Wind Energy Congress, Copenhagen,

Denmark, July 2-6, 2001.

Mosher, M., "'Phased Arrays for Aeroacoustic

Testing: Theoretical Development," AIAA Paper

96-1713, 2 '''* AIAA/CEAS Acroacoustics

Conference, stale College, PA, May 6-8. 1996.

Brooks, T.F. and ttumphreys, W.M., Jr., "Effect of

Directional Array Size on the Measurement of

Airframe Noise Componcnts", AIAA Paper No.

9% 1958, 1990.

Storms, B. L., Ross, J. C., Horne, W. C., Hayes, J.

A.. Dougherty, R. P., Underbrink, J. R., Scharpf.

D. F., and Moriarty, P. J.. "An Aeroacoustic Sludy

of an Unswept Wing with a Three-Dimensional

High-Lift System," NASA TM-1998-112222,

1998.

17. ttumphreys, W. M., Brooks, T. F., Hunter, W. W.

and Meadows, K. R., "'Design and Use of

Microphone Directional Arrays fi)r Aeroacoustics

Measurements", AIAA Paper 98-0471, 1998.

18. Brooks, T. F., Pope, D. S., and Marcolini, M. A.,

"'Airfoil Self-Noise and Prediction", NASA

Reference Publication 1218, July. 1989.

19. Johnson, D. H. and Dugcon, D. E., Array Signal

Processing, Prentice Hall, 1993.

2().

21.

Amiet, R. K.,'" Refraction of Sound by a Shear

layer", Journal of Souml and Vibration, Vol. 58

(3), pp. 467-482, Sept. 1978.

Mendoza. J. M., Brooks, T. F. and Humpfrcys. W.

M., "'Aeroacoustic Measurements of a High-Lift

Wing/Slat Model", AIAA paper 2002-2604, 8 'h

AIAA/CEAS Aeroacoustics Conference,

Breckenridge, CO., June 17- 19, 20(}2.

22. Bendat, J. S. and Piersol, A. G., "'Engineering

Applications of Correlation and Spectral analysis",

John Wile), & Sons, 1980.

15

American Institute of Aeronautics and Astronautics



23. Brooks, T. F. and Marcollini, M. A., "Scaling of

Airfoil Sell Noise Using Measured Flow

Parameters", AIAA ,hmrnal, Vol.23, 1985.

24. Brooks, T. F. and Marcollini, M. A., "Airfoil Tip

Vortex Formation Noise", AIAA .hmrmd, Vol.24,

1986.

25. Brooks, T. F., Marcollini, M. A. and Pope, D. S.,

"'Airfoil Trailing edge Flow Measurements", AIAA

,hmrmd, Vol.24, 1986.

16

American Institute of Aeronautics and Astronautics


